
WAFER, HOUSING & TERMINAL
PITCH: 4.20x4.20mm
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  TERMINAL- MCq 001 (MALE)

WAFER SERIES

MC q

MATING HOUSING PITCH
q: 4.20mm

001

SERIES NO.

T

TERMINAL

M

GENDER
M: MALE

  TERMINAL- MCq 001 (FEMALE)

WAFER SERIES

MC q

MATING HOUSING PITCH
q: 4.20mm

001

SERIES NO.

T

TERMINAL

F

GENDER
F: FEMALE

WIRE RANGE: AWG #18 - #22
MATERIAL: BRASS
FINISH: TIN PLATED
INSULATION O.D.: 2.80mm

WIRE RANGE: AWG #18 - #22
MATERIAL: BRASS
FINISH: TIN PLATED
INSULATION O.D.: 2.80mm
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 4.20 X 4.20 mm WAFER - MCq 001 STRAIGHT TYPE - P

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS
01 ~ 12

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

02

NO. OF ROWS

 4.20 X 4.20 mm WAFER - MCq 001 STRAIGHT TYPE - P (WITH PLASTIC PEG)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO.

NO. OF PINS
01 ~ 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL

P

PCB TYPE
P: STRAIGHT TYPE

P

WITH PLASTIC PEG

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 9 AMP
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN. AT 1000V DC
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: INITIAL VALUE: 30m OHM MAX.

MATERIALS
CONTACT: BRASS
BASE: POLYAMIDE (UL 94V-0, UL 94V-2) NATURE

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 9 AMP
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN. AT 1000V DC
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIALS
CONTACT: BRASS
INSULATOR: GLASS REINFORCED THERMOPLASTIC
PA66 UL 94V-0, COLOR - IVORT,
PA66 UL 94V-2, COLOR - NATURE,
PA66 UL 94V-2, COLOR - GREEN (HI - TEMP),
PA66 UL 94V-2, COLOR - BLACK (HI - TEMP)
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 4.20 X 4.20 mm WAFER - MCq 001 STRAIGHT TYPE - P (WITH FLANGES)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO.

NO. OF PINS
01 ~ 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL

P

PCB TYPE
P: STRAIGHT TYPE

F

WITH FLANGES

 4.20 X 4.20 mm WAFER - MCq 001 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO. NO. OF PINS
01 ~ 12

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

02

NO. OF ROWS

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 7 AC, DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN. AT 1000V DC
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
INSULATOR: NYLON 66, UL 94V-0

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 9 AMP
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN. AT 1000V DC
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: 30m OHM MAX.

MATERIALS
CONTACT: BRASS
BASE: POLYAMIDE (UL 94V-0, UL 94V-2) NATURE
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 4.20 X 4.20 mm WAFER - MCq 001 RIGHT ANGLE TYPE - Pa (WITH PLASTIC PEG)

 4.20 X 4.20 mm WAFER - MCq 001 RIGHT ANGEL TYPE - Pa (WITH FLANGES)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO.

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

NO. OF PINS
01 ~ 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL

F

WITH FLANGES

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO.

NO. OF PINS
01 ~ 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL

P

WITH PLASTIC PEG

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 9 AMP
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN. AT 1000V DC
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: 30m OHM MAX.

MATERIALS
CONTACT: S.Q. 1.14mm, BRASS
BASS: POLYAMIDE (UL 94V-0, UL 94V-2) NATURE

SPECIFICATIONS
VOLTAGE RATING: 600V AC MAX.
CURRENT RATING: 7 AC, DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN
TEMPERATURE RANGE: -40º C ~ +1055º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
INSULATOR: NYLON 66, UL 94V-2
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 4.20 X 4.20 mm WAFER - MCq 001 RIGHT ANGLE TYPE - Pa (NYLON 66 UL94V-0)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO.

NO. OF PINS
01 ~ 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL

V0

NYLON 66, UL 94V-0

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

 4.20 X 4.20 mm WAFER - MCq 002 STRAIGHT TYPE - P (WITH PLASTIC PEG)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

002

SERIES NO.

NO. OF PINS
02, 03, 05, 07, 09, 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL
Gf: GOLD FLASH (OPTION)

P

PCB TYPE
P: STRAIGHT TYPE

P

WITH PLASTIC PEG

SPECIFICATIONS
VOLTAGE RATING: 600V AC MAX.
CURRENT RATING: 7A, AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66, UL 94V-0

SPECIFICATIONS
VOLTAGE RATING: 600V AC MAX.
CURRENT RATING: 9 AMP
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
INSULATOR: NYLON 66, UL 94V-0
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 4.20 X 4.20 mm WAFER - MCq 002 RIGHT ANGLE TYPE - Pa (WITH PLASTIC PEG)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

002

SERIES NO.

NO. OF PINS
02, 03, 05, 07, 09, 12

XX 02

NO. OF ROWS

T

CONTACT PLATING
T: TIN PLATED OVER ALL

P

WITH PLASTIC PEG

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

 4.20 X 4.20 mm WAFER - MCq 004 STRAIGHT TYPE - P

MATERIALS
CONTACT: BRASS, TIN OVER NICKEL
BASS: NYLON 66

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

004

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS
03, 04, 05

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 7 A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66, UL 94V-2
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 4.20 X 4.20 mm WAFER - MCq 005 RIGHT ANGLE TYPE - Pa (WITH PLASTIC PEG)

 4.20 X 4.20 mm WAFER - MCq 006 RIGHT ANGEL TYPE - Pa (WITH FLANGES)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

005

SERIES NO.

NO. OF PINS
02, 03, 04, 05

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

P

WITH PLASTIC PEG

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

006

SERIES NO.

Pa

PCB TYPE
P: RIGHT ANGLE TYPE

NO. OF PINS
03, 04, 05

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

F

WITH FLANGES

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 7A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASS: NYLON 66, UL 94V-2

SPECIFICATIONS
VOLTAGE RATING: 250V AC MAX.
CURRENT RATING: 7A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASS: NYLON 66, UL 94V-2
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 4.20 X 4.20 mm WAFER - MCq 012 STRAIGHT TYPE - P

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

012

SERIES NO. NO. OF PINS
02 ~ 09

XX 02

NO. OF ROWS

P

PCB TYPE
P: STRAIGHT TYPE

X

WITH LOCK OPTION
BLANK: WITHOUT LOCK
L: WITH LOCK

GX

CONTACT PLATING
T: TIN PLATED
Gf: GOLD FLASH
Gft: GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL
G15t: 15u” GOLD ON CONTACT, TIN PLATED ON SOLDER TAIL
G30t: 30u” GOLD ON CONTACT, TIN PLATED ON SOLDER TAIL

SPECIFICATIONS
VOLTAGE RATING: 600V AC/DC
CURRENT RATING: 7A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.

MATERIALS
BASE: NYLON 46, UL94V-0
CONTACT: BRASS OR PHOSPHOR BRONZE
FINISH: TIN, SELECT GOLD
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 4.20 X 4.20 mm HOUSING - MCq 001 (MALE)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO. NO. OF PINS
01 ~ 12

XX H

HOUSING

M

GENDER
M: MALE

NO. OF ROWS

02

 4.20 X 4.20 mm HOUSING - MCq 001 (FEMALE)

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

001

SERIES NO. NO. OF PINS
01 ~ 12

XX H

HOUSING

F

GENDER
F: FEMALE

NO. OF ROWS

02

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 7A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
BASE: NYLON 66, UL 94V-2

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 7A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 10m OHM MAX.

MATERIALS
BASE: NYLON 66, UL 94V-2
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 4.20 X 4.20 mm HOUSING - MCq 003 (MALE)

MECHANICAL
CONTACT INSERTION FORCE: 1.5Kg MAX.
CONTACT RETENTION TO HOUSING: 3.0Kg MIN.
WIRE PULL-PUT FORCE: 9.0Kg MIN.
MATING FORCE: 0.35Kg MIN.
NORMAL FORCE: 2g MIN.
DURABILITY: 30 CYCLES
TEMPERATURE RANGE: -40º C ~ +105º C

MATERIALS
BASE: NYLON 66, UL 94V-2

WAFER SERIES

MC q

PITCH
q: 4.20 X 4.20mm

003

SERIES NO. NO. OF PINS
02, 03, 05, 07, 09, 12

XX H

HOUSINGNO. OF ROWS

02




