
WAFER, HOUSING & TERMINAL
PITCH: 2.54x2.54mm
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  TERMINAL- MCa 002

WIRE RANGE: AWG #18 - #22
MATERIAL: PHOSPHOR BRONZE
FINISH: TIN PLATED

  TERMINAL- MCa 004

WIRE RANGE: AWG #18 - #22
MATERIAL: PHOSPHOR BRONZE
FINISH: TIN PLATED

WAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

002

SERIES NO.

T

TERMINAL

WAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

004

SERIES NO.

T

TERMINAL

M

GENDER
M: MALE
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  TERMINAL- MCa 006

  TERMINAL- MCa 007

WIRE RANGE: AWG #22 - #28
MATERIAL: PHOSPHOR BRONZE
FINISH: TIN PLATED

WIRE RANGE: AWG #22 - #30
MATERIAL: PHOSPHOR BRONZE
FINISH: TIN PLATED
THICKNESS: 0.20mm

WAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

006

SERIES NO.

T

TERMINAL

WAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

007

SERIES NO.

T

TERMINAL
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  TERMINAL- MCa 009 ( MALE )

WIRE RANGE: AWG #28 - #30
INSULATION O.D.: 1.30mm MAX.
MATERIAL: BRASS
FINISH: TIN PLATED

WIRE RANGE: AWG #28 - #30
INSULATION O.D.: 1.30mm MAX.
MATERIAL: PHOSPHOR BRONZE
FINISH: TIN PLATED

WAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

009

SERIES NO.

T

TERMINAL

M

GENDER
M: MALE

WAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

009

SERIES NO.

T

TERMINAL

F

GENDER
F: FEMALE

  TERMINAL- MCa 009 ( FEMALE )
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  TERMINAL- MCa 021

WIRE RANGE: AWG #22 - #26
INSULATION O.D.: 1.70mm MAX.
MATERIAL: BRASS
FINISH: TIN PLATEDWAFER SERIES

MC a

MATING HOUSING PITCH
a: 2.54mm

021

SERIES NO.

T

TERMINAL
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 2.54 mm WAFER - MCa 001 STRAIGHT TYPE - P (WITH PLASTIC PEG)

 2.54 mm WAFER - MCa 001 STRAIGHT TYPE - P

WAFER SERIES

MC a

PITCH
a: 2.54mm

001

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS

03 T

CONTACT PLATING
T: TIN PLATED OVER ALL

P

WITH PLASTIC PEG

WAFER SERIES

MC a

PITCH
a: 2.54mm

001

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS
02 ~ 12

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0

SPECIFICATIONS
CURRENT RATING: 4A
WITHSTAND VOLTAGE: 1500V
INSULATOR RESISTANCE: 500M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C

MATERIALS
BASE: NYLON 66 UL 94V-0
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 2.54 mm WAFER - MCa 002 STRAIGHT TYPE - P

 2.54 mm WAFER - MCa 002 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

Pa

PCB TYPE
Pa: RIGHT ANGLE TYPE

NO. OF PINS
02 ~ 08

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

002

SERIES NO.

WAFER SERIES

MC a

PITCH
a: 2.54mm

002

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS
02 ~ 08

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +85º C
CONTACT RESISTANCE: INITIAL VALUE 20m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0
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 2.54 mm WAFER - MCa 003 STRAIGHT TYPE - P

 2.54 mm WAFER - MCa 003 RIGHT ANGEL TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

003

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS
02 ~ 20

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

WAFER SERIES

MC a

PITCH
a: 2.54mm

Pa

PCB TYPE
Pa: RIGHT ANGLE TYPE

NO. OF PINS
02 ~ 20

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

003

SERIES NO.

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 800V AC/MINUTE
INSULATOR RESISTANCE: DC 500V, 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 800V AC/MINUTE
INSULATOR RESISTANCE: DC 500V, 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0
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 2.54 mm WAFER - MCa 006 STRAIGHT TYPE - P

 2.54 mm WAFER - MCa 006 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

006

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

NO. OF PINS
02 ~ 28

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

WAFER SERIES

MC a

PITCH
a: 2.54mm

Pa

PCB TYPE
Pa: RIGHT ANGLE TYPE

NO. OF PINS
02 ~ 28

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

006

SERIES NO.

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 2A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 2A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0
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 2.54 mm WAFER - MCa 007 STRAIGHT TYPE - P

 2.54 mm WAFER - MCa 007 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

007

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

Gf

CONTACT PLATING
Gf: GOLD FLASH (STANDARD)
T: TIN PLATED OVER ALL
   (SPECIAL OPTION)

NO. OF PINS
02 ~ 12

XX

WAFER SERIES

MC a

PITCH
a: 2.54mm

Pa

PCB TYPE
Pa: RIGHT ANGLE TYPE

007

SERIES NO.

Gf

CONTACT PLATING
Gf: GOLD FLASH
     (STANDARD)
T: TIN PLATED OVER ALL
   (SPECIAL OPTION)

NO. OF PINS
02 ~ 12

XX

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: UL 94V-0 +15% GLASS FIBER

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: UL 94V-0 +15% GLASS FIBER
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 2.54 mm WAFER - MCa 009 STRAIGHT TYPE - P

WAFER SERIES

MC a

PITCH
a: 2.54mm

009

SERIES NO.

P

PCB TYPE
P: STRAIGHT TYPE

T

CONTACT PLATING
T: P.B.T., TIN PLATED (STANDARD)
T-N: NYLON 6T, TIN PLATED (OPTION)

NO. OF PINS
02, 04, 06, 08, 09,
10, 12, 15, 22

XX

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
CONTACT RESISTANCE: 20m OHM MAX.
WITHSTAND VOLTAGE: 1000V AC/MIMUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: P.B.T, UL 94V-0

 2.54 mm WAFER - MCa 009 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

009

SERIES NO.

T

CONTACT PLATING
T: P.B.T., TIN PLATED (STANDARD)
T-N: NYLON 6T, TIN PLATED (OPTION)

NO. OF PINS
02, 04, 06, 08, 09,
10, 12, 15, 22

XXPa

PCB TYPE
P: RIGHT ANGLE TYPE

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
CONTACT RESISTANCE: 20m OHM MAX.
DIELECTRIC  WITHSTANDING: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: P.B.T., UL 94V-0
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 2.54 mm WAFER - MCa 010 STRAIGHT TYPE - P (TOP ENTRY)

WAFER SERIES

MC a

PITCH
a: 2.54mm

010

SERIES NO.

P

PCB TYPE
P: STRAIGNT TYPE

NO. OF PINS
02 ~ 25

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

A

TOP ENTRY

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 500M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: INITIAL VALUE: 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
BASE: UL 94V-0 NYLON 66

 2.54 mm WAFER - MCa 010 STRAIGHT TYPE - P (BOTTOM ENTRY)

WAFER SERIES

MC a

PITCH
a: 2.54mm

010

SERIES NO.

P

PCB TYPE
P: STRAIGNT TYPE

NO. OF PINS
02 ~ 25

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

B

BOTTOM ENTRY

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 500M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: INITIAL VALUE: 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
BASE: UL 94V-0 NYLON 66
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 2.54 mm WAFER - MCa 010 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

Pa

PCB TYPE
Pa: RIGHT ANGLE TYPE

NO. OF PINS
02 ~ 25

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

010

SERIES NO.

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 800V AC/MINUTE
INSULATOR RESISTANCE: 500M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: INITIAL VALUE: 10m OHM MAX.
AFTER ENVIRONMENTAL TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
BASE: NYLON 66 UL 94V-0

 2.54 mm WAFER - MCa 013 RIGHT ANGLE TYPE - Pa

WAFER SERIES

MC a

PITCH
a: 2.54mm

Pa

PCB TYPE
Pa: RIGHT ANGLE TYPE

NO. OF PINS
02 ~ 20

XX T

CONTACT PLATING
T: TIN PLATED OVER ALL

013

SERIES NO.

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: DC 5000M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0
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 2.54 mm HOUSING - MCa 002

 2.54 mm HOUSING - MCa 005

WAFER SERIES

MC a

PITCH
a: 2.54mm

002

SERIES NO. NO. OF PINS
02 ~ 08

XX H

HOUSING

WAFER SERIES

MC a

PITCH
a: 2.54mm

005

SERIES NO.

H

HOUSINGNO. OF PINS
02 ~ 12

XX P

GUIDE POINT

L

WITH LOCK

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
(INCLUDING TEMPERATURE RISE IN APPLYING ELECTRIC AL CURENT)
CONTACT RESISTANCE: INITIAL VALUE: 10m OHM MAX.
AFTER ENVIRONMENTAL TESTING: 20m OHM MAX.

MATERIALS
CONTACT: BRASS, TIN PLATED
BASE: NYLON 66 UL 94V-0

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIAL
NYLON UL 94V-2
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SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 2A AC/DC
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIAL
NYLON UL 94V-2
STANDARD COLOR: RED

 2.54 mm HOUSING -  MCa 006 (WITH LOCK &  GUIDE POINT)

WAFER SERIES

MC a

PITCH
a: 2.54mm

006

SERIES NO.

H

HOUSINGNO. OF PINS
02 ~ 20

XX P

GUIDE POINT

L

WITH LOCK

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 2A AC/DC
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIAL
NYLON UL 94V-2
STANDARD COLOR: RED

 2.54 mm HOUSING -  MCa 006 (WITH LOCK)

WAFER SERIES

MC a

PITCH
a: 2.54mm

006

SERIES NO.

H

HOUSINGNO. OF PINS
02 ~ 20

XX L

WITH LOCK
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SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 2A AC/DC
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIAL
NYLON UL 94V-2
STANDARD COLOR: RED

 2.54 mm HOUSING -  MCa 006 (WITH GUIDE POINT)

WAFER SERIES

MC a

PITCH
a: 2.54mm

006

SERIES NO.

H

HOUSINGNO. OF PINS
02 ~ 20

XX P

GUIDE POINT

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 2A AC/DC
TEMPERATURE RANGE: -25º C ~ +85º C

MATERIAL
NYLON UL 94V-2
STANDARD COLOR: RED

 2.54 mm HOUSING -  MCa 006

WAFER SERIES

MC a

PITCH
a: 2.54mm

006

SERIES NO.

H

HOUSINGNO. OF PINS
02 ~ 20

XX



www.mmtmachrone.com
NOTE : SOME SIZES, STYLES AND OPTION ARE NON-STANDARD, NON-CANCELLABLE, NON-RETURNABLE

USA   TEL : 1-510-979-2188            TAIWAN   TEL : 886-2-2755-3193           SINGAPORE   TEL : 65-6274-0566
          FAX : 1-510-979-2189                             FAX : 886-2-2784-5109                                  FAX : 65-6274-7891

 2.54 mm HOUSING - MCa 007

 2.54 mm HOUSING - MCa 009

WAFER SERIES

MC a

PITCH
a: 2.54mm

007

SERIES NO.

H

HOUSINGNO. OF PINS
02 ~ 18

XX

WAFER SERIES

MC a

PITCH
a: 2.54mm

009

SERIES NO. NO. OF PINS
02, 04, 06, 08, 09,
10, 12, 15, 22

XX F

GENDER
F: FEMALE

H

HOUSING

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
BASE: P.B.T., UL 94V-0 +15% GLASS FIBER

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIALS
BASE: NYLON 66 UL 94V-0
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 2.54 X 2.54mm HOUSING - MCa 017

 2.54 mm HOUSING - MCa 020

WAFER SERIES

MC a

PITCH
a: 2.54mm

020

SERIES NO. NO. OF PINS
02 ~ 28

XX H

HOUSING

F

GENDER
F: FEMALE

XX

WIRE GAUGE
22: #22AWG
24: #24AWG
26: #26AWG
28: #28AWG

WAFER SERIES

MC a

PITCH
a: 2.54 X 2.54mm

017

SERIES NO. NO. OF PINS
02 ~ 27

XX H

HOUSING

02

NO. OF ROWS

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE BOARD THICKNESS: 1.60mm

MATERIALS
BASE: P.B.T., UL 94V-0 +15% GLASS FIBER

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1500V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -40º C ~ +105º C

CONTACT RESISTANCE: INITIAL VALUE 10m OHM MAX.
AFTER ENVIRONMENT TESTING: 20m OHM MAX.
APPLICABLE WIRE: #22 ~ #28

MATERIALS
BASE: P.B.T., UL 94V-0
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 2.54 X 2.54 mm HOUSING - MCa 021

WAFER SERIES

MC a

PITCH
a: 2.54 X 2.54mm

021

SERIES NO.

X

KEY OPTION
BLANK: WITHOUT KEY
K: WITH KEY

NO. OF PINS
02 ~ 40

XX H

HOUSING

02

NO. OF ROWS

SPECIFICATIONS
VOLTAGE RATING: 250V AC/DC
CURRENT RATING: 3A AC/DC
WITHSTAND VOLTAGE: 1000V AC/MINUTE
INSULATOR RESISTANCE: 1000M OHM MIN.
TEMPERATURE RANGE: -25º C ~ +85º C
CONTACT RESISTANCE: 20m OHM MAX.

MATERIALS
BASE: NYLON66, UL 94V-0




