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         d : 1.27X1.27mm,
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IDCR  IDC RIBBON CONNECTOR
IDB   IDC D-SUB CONNECTOR
I D C  C A B L E  A S S E M B L Y

INSULATION DISPLACEMENT
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 1.27x1.27 mm  IDC CONNECTOR

SPECIFICATIONS

CURRENT RATING :  0.5 AMPS.
INSULATOR RESISTANCE :  5000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 250 V.
OPERATING TEMPERATURE :  - 40oC ~ + 105oC
CONTACT MATERIAL : BRASS / PHOSPHOR BRONZE

MATERIALS

INSULATOR MATERIAL :   P.B.T +15% GLASS FIBER ( UL94V-0 )

FINISH :  GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL

IDC

IDC CONNECTOR

d 001

SERIES NO.

F

CONTACT TYPE

X X

NO. OF ROW
02

02 Gft

PITCH 1.27x1.27 mm
F: FEMALE

NO. OF PINS PER ROW CONTACT PLATING OPTION
Gft: GOLD FLASH ON CONTACT,
      TIN PLATED ON SOLDER TAIL

X

KEY OPTION
K: WITH KEY
BLANK: WITHOUT KEY

001

IDCd001-FEMALE
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 2.00x2.00 mm  IDC CONNECTOR

SPECIFICATIONS

CURRENT RATING :  1 AMPS.
INSULATOR RESISTANCE :  1000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 500 V.
OPERATING TEMPERATURE :  - 40oC ~ + 105oC
CONTACT MATERIAL : BRASS / PHOSPHOR BRONZE

MATERIALS

INSULATOR MATERIAL :    P.B.T + 30% GLASS FIBER ( UL94V-0 )

FINISH :  GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL

IDC

IDC CONNECTOR

b 001

SERIES NO.

X

CONTACT TYPE

X X

NO. OF ROW
02

02 Gft

PITCH 2.00x2.00 mm
M: MALE
F: FEMALE

NO. OF PINS PER ROW
CONTACT PLATING OPTION
Gft: GOLD FLASH ON CONTACT,
      TIN PLATED ON SOLDER TAIL

X

KEY OPTION
( O N L Y  F E M A L E )
K: WITH KEY
BLANK: WITHOUT KEY

X

STRAIN RELIEF OPTION
( O N L Y  F E M A L E )
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

001

IDCb001-MALE

KINKED PINS

IDCb001-FEMALE
STRAIN RELIEF

IDCb001-FEMALE
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 2.54x2.54 mm  IDC CONNECTOR

SPECIFICATIONS

CURRENT RATING :  1 AMPS.
INSULATOR RESISTANCE :  1000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 500 V.
OPERATING TEMPERATURE :  - 40oC ~ + 105oC
CONTACT MATERIAL : BRASS / PHOSPHOR BRONZE

MATERIALS

INSULATOR MATERIAL :  P.B.T +30% GLASS FIBER(  UL 94-V0 )
FINISH :  GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL

IDC

IDC CONNECTOR

a 0X1

SERIES NO.

X

CONTACT TYPE

X X

NO. OF ROW
02

02 Gft

PITCH 2.54x2.54 mm
F: FEMALE
M: MALE
Mk: MALE WITH KINKED
      PINS

NO. OF PINS PER ROW

CONTACT PLATING OPTION
Gft: GOLD FLASH ON CONTACT,
      TIN PLATED ON SOLDER TAIL

X

KEY OPTION
(ONLY FEMALE)
K: WITH KEY
BLANK: WITHOUT KEY

X

STRAIN RELIEF OPTION
(ONLY FEMALE)
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

(ONLY FEMALE)
001: BODY COLOR
      = BLACK
011: BODY COLOR
      = GRAY

KEY OPTION

IDCa001-FEMALE

IDCa001-FEMALE
STRAIN RELIEF

IDCa001-MALE MATING

KINKED PINS

X

COLOR OPTION
G: GRAY
BLANK: BLACK

http://www.mmtmachrone.com


www.mmtmachrone.com
NOTE : SOME SIZES, STYLES AND OPTION ARE NON-STANDARD, NON-CANCELLABLE, NON-RETURNABLE

           USA   TEL : 1-510-979-2188            TAIWAN   TEL : 886-2-2755-3193           SINGAPORE   TEL : 65-6274-0566
                    FAX : 1-510-979-2189                             FAX : 886-2-2784-5109                                 FAX : 65-6274-7891

 2.54x2.54 mm  IDC CONNECTOR

SPECIFICATIONS

CURRENT RATING :  1 AMPS.
INSULATOR RESISTANCE :  5000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 500 V.
OPERATING TEMPERATURE :  - 40oC ~ + 105oC
CONTACT MATERIAL : BRASS

MATERIALS

INSULATOR MATERIAL :  P.B.T + GLASS FIBER (  UL 94V-0 )
FINISH :  GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL

IDC

IDC CONNECTOR

a 002

SERIES NO.

M

CONTACT TYPE

X X

NO. OF ROW
02

02 Gft

PITCH 2.54x2.54 mm
M: MALE

NO. OF PINS PER ROW
CONTACT PLATING OPTION
Gft: GOLD FLASH ON CONTACT,
     TIN PLATED ON SOLDER TAIL

X

BODY OPTION
N: NORMAL TYPE
E: EAR TYPE

X

STRAIN RELIEF OPTION
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

002

IDCa002-MALE
STRAIN RELIEF

IDCa002-MXX02GX-N

IDCa002-MXX02GX-E

IDCa002-MALE
STRAIN RELIEF
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 2.54x2.54 mm  IDC CONNECTOR

SPECIFICATIONS

CURRENT RATING :  1 AMPS.
INSULATOR RESISTANCE :  1000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 500 V.
OPERATING TEMPERATURE :  - 55oC ~ + 105oC
CONTACT MATERIAL : BRASS

MATERIALS

INSULATOR MATERIAL :  P.B.T + 30% GLASS  FIBER (  UL 94V-0 )
FINISH :  GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL

IDC

IDC CONNECTOR

a 003

SERIES NO.

M

CONTACT TYPE

X X

NO. OF ROW
02

02

PITCH 2.54x2.54 mm
M: MALE

NO. OF PINS PER ROW

003

IDCa003-MALE

IDCa003-MXX02GX-N

STRAIN RELIEF

IDCa003-MALE
STRAIN RELIEF

IDCa003-MXX02GX-E

Gft

CONTACT PLATING OPTION
Gft: GOLD FLASH ON CONTACT,
     TIN PLATED ON SOLDER TAIL

X

BODY OPTION
N: NORMAL TYPE
E: EAR TYPE

X

STRAIN RELIEF OPTION
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

http://www.mmtmachrone.com


www.mmtmachrone.com
NOTE : SOME SIZES, STYLES AND OPTION ARE NON-STANDARD, NON-CANCELLABLE, NON-RETURNABLE

           USA   TEL : 1-510-979-2188            TAIWAN   TEL : 886-2-2755-3193           SINGAPORE   TEL : 65-6274-0566
                    FAX : 1-510-979-2189                             FAX : 886-2-2784-5109                                 FAX : 65-6274-7891

 2.54x2.54 mm  IDC CONNECTOR

 2.54x2.54 mm  IDC CONNECTOR

SPECIFICATIONS

CURRENT RATING :  1 AMPS.
INSULATOR RESISTANCE :  1000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 500 V.
OPERATING TEMPERATURE :  - 40oC ~ + 105oC.
CONTACT MATERIAL : COPPER ALLOY.

IDC

IDC CONNECTOR

a 021

SERIES NO.

F

CONTACT TYPE

20

NO. OF ROW
02

02

PITCH 2.54x2.54 mm
F: FEMALE

NO. OF PINS PER ROW
20

021

Gft

CONTACT PLATING OPTION
Gft: GOLD FLASH ON CONTACT,
     TIN PLATED ON SOLDER TAIL

K

WITH KEY

X

STRAIN RELIEF OPTION
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

IDCa021-FEMALE
STRAIN RELIEF

IDCa021-FXX02Gft-X-M20

MATERIALS

INSULATOR MATERIAL :  P.B.T + 30% GLASS  FIBER (  UL 94V-0 )
FINISH :  GOLD FLASH ON CONTACT, TIN PLATED ON SOLDER TAIL

X

COLOR OPTION
01: BLACK
02: BLUE
09: GRAY

M20: MISS 20 PIN

M20

GROUNDING CONNECTION:
MASTER(BLACK): PIN NO. 2, 19, 22, 24, 26,
              30, 40.
SLAVE(GRAY): PIN NO. 2, 19, 22, 24, 26, 30,
           40.
SYSTEM(BLUE): PIN NO. 2, 19, 22, 24, 26, 30,
             34, 40.

ASSEMBLY OF THE PINS:
MASTER(BLACK): FULL PIN
SLAVE(GRAY): PULL PIN NO. 28.

SYSTEM(BLUE): CUT PIN NO. 34.
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IDCR001-FEMALE
STRAIN RELIEF

IDCR001-F500GXXX

 IDC RIBBON CONNECTOR

IDCR

IDC RIBBON CONNECTOR

a 001

SERIES NO.
001

F

CONTACT TYPE

50

F: FEMALE

NO. OF CONTACT
50

G X X

COLOR OPTION
01: BLACK
02: BLUE
09: GRAY

X

STRAIN RELIEF OPTION
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

CONTACT PLATING OPTION
Gf: GOLD FLASH
G15t: 15u”  GOLD ON CONTACT,
      TIN PLATED ON SOLDER TAIL
G30t: 30u”  GOLD ON CONTACT,
      TIN PLATED ON SOLDER TAIL

SPECIFICATIONS

CURRENT RATING :  1A: AWG 28 / 1, 2A: AWG 26.
INSULATOR RESISTANCE :  1000 OHM MIN.
DIELECTRIC WITHSTANDING :  AC 500 V.
OPERATING TEMPERATURE :  - 55oC ~ + 105oC
CONTACT MATERIAL : PHOSPHOR BRONZE.

MATERIALS

INSULATOR MATERIAL :  P.B.T & GLASS  REINFORCED (  UL 94V-0 )
FINISH :  GOLD  OVER  NICKEL
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SPECIFICATIONS

WIRE SIZE: AWG 26 ~28
DIELECTRIC MATERIAL: P.B.T + 30% G.F. UL94V-0
INSULATOR RESISTANCE :  1000 MOHM AT 500 VDC.
OPERATING TEMPERATURE :  - 55oC ~ + 105oC
CONTACT RESISTANCE: 15 mOHM MAX.

MATERIALS

CONTACT MATERIAL : PHOSPHOR BRONZE.
FINISH :  GOLD  OVER  NICKEL

 IDC D-SUB CONNECTOR

IDB

IDC D-SUB CONNECTOR

a 100

SERIES NO.
001

X

CONTACT TYPE

X X

F: FEMALE
M: MALE

NO. OF CONTACT

G X X

SHELL OPTION
a: METAL SHELL
b: METAL WITH RIVER
( 4#40  THREAD)
c: METAL WITH RIVER
( M3  THREAD)
d: PLASTIC SHELL

STRAIN RELIEF OPTION
R: WITH STRAIN RELIEF
BLANK: WITHOUT STRAIN RELIEF

CONTACT PLATING OPTION
FEMAL E
Gf: GOLD FLASH
MAL E
Gft: GOLD FLASH ON CONTACT,
     TIN PLATED ON SOLDER TAIL

PLASTIC COLOR
01: BLACK
02: BLUE
03: GRAY

X X X

STRAIN RELIEF

IDB100-FXXGftXX-XX

IDB100-MXXGftXX-XX

STRAIN RELIEF
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CA

CABLE ASSEMBLY

aX X X

 SERIES NO.
( FLAT CABLE PITCH)
  100: 1.27mm PITCH
  200: 2.00mm PITCH
  300: 2.54mm PITCH

XXX

CONTACT1
FXXNR: FEMALE
MXXNR: MALE
XX: NO. OF PINS
N: POLARIZATION KEY (OPTION)
R: WITH STRAIN RELIFE (OPTION)

X X X X X

TOTAL LENGTH = XXXXmmREVERSE TYPE
r: REVERSE TYPE
BLANK: STANDARD TYPE

CONTACT2
FXXNR: FEMALE
MXXNR: MALE
XX: NO. OF PINS
N: POLARIZATION KEY (OPTION)
R: WITH STRAIN RELIFE (OPTION)

XXX

 1.27 / 2.00 / 2.54 mm IDC CABLE ASSEMBLY

FEMALE MALE

STANDARD TYPE

REVERSE TYPE

www.mmtmachrone.com
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ASSEMBLY LENGTH

CONTACT1 CONTACT2

KEY OPTION
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 2.00mm IDC CABLE ASSEMBLY
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MODEL NAME

 2.00mm IDC CABLE ASSEMBLY

MODEL NAME

IDC210-FF12N-203

IDC210-FF14N-203




